
 

 

  SMART ENERGY SOLUTIONS  T8 BI-PIN LED TUBE   

  E474273      
          
          

  PARAMETERS      
         

  
Model: 

 UL model# SES-T8F1218X   
   

DLC model# SES-T8F1218T & SES-T8F1218R 
 

       
          

  Size:  T8 1200mm   4ft G13   
          

  LED Specs:  SMD2835    
          

  LED Qty:  120pcs    
          

  Power Consumption:  18W    
         

  CCT /CRI:  3000/4100K /5000K CRI≥80  
         

  
Luminance: 

Clear diffuser  121lm/W（5000K）   
 

 

       

 

Frosted 
 

110lm/W （5000K） 
  

      
          

  Net Weight:  300g    
         

  Certificates:  UL, cUL, DLC    
         

  Material:  Aluminum+PC    
         

  Service Lift:  50,000hrs    
         

  Warranty:  5 years    
         

  Beam Angle: 180°    
         

  Working Temperature:  -30℃~50℃    
          

  Electrical System      
         

  Input Voltage:  AC90-277V    
         

  Input Current  MAX 0.22A    
         

  THD <20%    
         

  Working Frequency:  50/60Hz    
         

  PFC:  ≥0.95    
         

  Efficiency: >88%    
         

  Package      
         

  DLC LED T8 Tube  Inner white box 25pcs/carton   
        

  

Luminous Intensity Distribution 

  

25pcs/cartonAverage luminous Curve Distribution 
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Be careful of electric shock 

 

Risk of electric shock. Ensure that main power source is off when wiring or soldering the sections of 
 

the product.  

 

DIMENSION  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

WIRING CHART(Double ends power)  


